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HIGH DEFINITION  
600 TvL ccD cOLOuR cAMERA
DELIVERING HIGH QUALITY VIDEO WITH ACCURATE COLOUR RENDITION

WEATHER 
& vANDAL 
RESISTANT
ROBUST HEAVY DUTY  
HOUSING WITH IP44 RATING

360˚ 
ADJuSTMENT
FULLY ADJUSTABLE CAMERA 
HEAD FOR POSITIONING 
OPTIMUM VIEWING ANGLE 

WIDE ANGLE
3.6mm LENS FOR WIDE 70º 
VIEW COVERAGE
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INSTRucTIONS FOR uSE
ImPORtANt! PLEASE READ thESE INStRuCtIONS CAREFuLLy.
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2 CONNECTIONS
›	 Pre-install check:
Perform steps 1-3, to ensure that the camera works correctly prior to fixed wiring installation.

Figure 2.

Figure 1. 1. Connect camera to 18 metre  
video/power cable. 
Figure 1.

2. Connect the other end of the 18 
metre video/power cable (BNC video 
connector) to the BNC video input on 
DVR rear panel. 
Figure 2.

1 INSIDE THE PaCKaGE
›	 SC106 camera
›	 18m video and power cable
›	 Power supply
›	 BNC to RCA adaptor

›	 Mounting plugs and screws
›	 User manual
›	 Deterrent stickers

Customer Service Phone: (03) 9982 5111 (Monday to Friday 8.30am – 5.30pm EST)
Email: customerservice@orionlive.com.au

For further information visit www.orionlive.com.au

PLEASE CONTACT                                        IF YOU HAVE ANY  
CONCERNS OR PROBLEMS WITH THIS PRODUCT

IMPORTANT BEFORE RETURNING THIS  
PRODUCT TO THE RETAILER
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Camera can be connected to DVR (digital video recorder) or directly to TV. For TV 
connection, please use the BNC to RCA adaptor provided. 
Camera is IP44 weather proof protected. To maximise the life and function of the camera  
(see section 6), it is highly recommended to mount the camera under eave or in other 
sheltered position.

›	 camera head is fully adjustable:
1. Open the camera casing using a  

HEX key, unscrew the white cover.
2.  Gently press the black camera case  

downward to adjust the camera into  
desired location.

3.  360º horizontal axis and 170° vertical axis  
rotation of the camera is available.

3 OPERaTION

1

360°
360°

170°

3

2

Check the display on DVR and the camera is 
ready to use.
For camera direct connection to TV, please 
follow the above steps but in step two, use the 
BNC to RCA adaptor provided, attach to the 
BNC video connector and connect to TV video 
input. Camera records image only, it does not 
have sound output. 
Figure 4.

3. Connect the other end of the 18 metre 
video/power cable (power connector) 
to the provided power supply and 
connect power supply to 240V AC 
power point. 
Figure 3.

Figure 3.

Figure 4
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› Do not drop, puncture, or violently shake 
the camera unit.

› Do not mount in a position directly 
exposed to sun or rain. Avoid mounting 
near radio transmitter, metal objects or 
heat sources.

› Do not point the camera directly to sun 
light or bright objects, it will damage the 
camera optics sensor.

› Do not crush or damage the cable.
› Fix camera in sheltered position when 

mounting outdoors. 

4 SPECIfICaTIONS 5 WaRNING 
›	VideO

 sensor 8.5mm Colour Sharp Sensor
 Horizontal resolution 600 TVL
 image resolution PAL: 752 x 582  
  NTSC:  768 x 494
 lens F: 3.6mm
 electronic shutter PAL:  1/50  ˜ 1/100 000 
  NTSC:  1/50  ˜ 1/100 000
 min illumination 0.01 Lux
 gain Control Auto
 White balance Auto
 backlight Compensation Auto
 gamma Correction 0.45
 signal/Noise ratio >48dB

›	General

 Power supply DC 12V 500mA
 indoor/outdoor Indoor and Outdoor
 iP rating IP44
 dimensions 92(L) x 92(W) x 60(H)mm
 Weight 500g
 operate temperature -5°C ˜ 50°C 
 operating Humidity 10%  ˜  85%

recommended to  
mount the camera 
under an eaVe.
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Problem Possible Cause suggested remedy 

Camera has no power or not 
powering up

Power supply is loose or 
unplugged, no power at 
socket outlet/power point

Check all cables and power 
supply connection.
Check power at socket outlet/
power point.

No picture Signal interference Relocate camera and DVR, 
away from sun, rain, radio 
transmitting devices, heat 
sources, metal objects or 
major obstacles.

No power at camera or no 
power at socket outlet/power 
point

Check all cables and power 
supply connection.
Check power at socket outlet/
power point.

Poor image quality Signal interference Relocate camera, away from 
sun, rain, radio transmitting 
devices, heat sources, metal 
objects or major obstacles.

Pictures have flowing  
interference ripples

Unstable AC power supply 
or interference from other 
nearby electronic equipment

Check power at socket outlet/
power point.
Check all cables and power 
supply connection.
Relocate camera and/or DVR.

Picture background colour 
changes continuously 

Interference from 
nearby fluorescent lamp 
electromagnetic field 

Relocate camera, or increase 
the distance between the 
camera and fluorescent lamp.

Frozen white screen Interference from other 
nearby electronic equipment

Disconnect power to camera, 
then reconnect.
Relocate camera and/or DVR.

When ir night vision is 
activated, screen only 
displays white

Infra-red LED light is reflected 
off from glass or reflective ob-
jects that causing white light

Relocate camera away from 
windows, reflective and glass 
objects, or remove obstacles.

When ir night vision is 
activated, screen only 
displays black and white

Infra-red LED light is activated This is normal, no action 
required.

6 TROUBLESHOOTING GUIDE
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7 WaRRaNTy
Arlec guarantees this product in accordance with the Australian Consumer Law.

Arlec also warrants to the original first purchaser of this product (“you”) 
from a retailer that this product will be free of defects in materials and 
workmanship for a period of 12 months from the date of purchase; 
provided the product is not used other than for the purpose, or in a 
manner not within the scope of the recommendations and limitations, 
specified by Arlec, is new and not damaged at the time of purchase, has 
not been subjected to abuse, misuse, neglect or damage, has not been 
modified or repaired without the approval of Arlec and has not been used 
for commercial purposes (“Warranty”).  

If you wish to claim on the Warranty, you must, at your own expense, 
return the product, and provide proof of original purchase and your name, 
address and telephone number, to Arlec at the address below or the 
retailer from whom you originally purchased the product within 12 months 
from the date of purchase. 

Arlec will (or authorise the retailer to) assess any claim you may make on 
the Warranty in the above manner and if, in Arlec’s reasonable opinion, the 
Warranty applies, Arlec will at its own option and expense (or authorise 
the retailer to) replace the product with the same or similar product or 
repair the product and return it to you or refund the price you paid for the 
product. Arlec will bear its own expenses of doing those things, and you 
must bear any other expenses of claiming on the Warranty.

The Warranty is in addition to other rights and remedies you may have 
under a law in relation to the product to which the Warranty relates.

Our goods come with guarantees that cannot be excluded under the 
Australian Consumer Law.  You are entitled to a replacement or refund for 
a major failure and for compensation for any other reasonably foreseeable 
loss or damage.  You are also entitled to have the goods repaired or 
replaced if the goods fail to be of acceptable quality and the failure does 
not amount to a major failure.

Arlec Australia Pty. Ltd. ACN 009 322 105 (“Arlec”) gives the Warranty.  
Arlec’s telephone number, address and email address are:
Customer Service: (03) 9982 5111 
New Zealand Toll Free: 0800 003 329
Building 3, 31 – 41 Joseph Street, Blackburn North, Victoria, 3130
Blackburn North LPO, P.O. Box 1065, Blackburn North, 3130
Email: custservice@arlec.com.au
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